Overview

e Smart Card technology can provide a secure and authenticated
environment for applications through procedural operations,
including PKI.

e Strong security to mitigate all Bluetooth® security threat vectors

e Rechargeable battery life approximately one month

e Zero RF emission when powered off

e Compact, ergonomic design provides easy use

e Lanyard ring for wearable access

e Multifunctional as a USB PC (notebook) Reader when necessary
to avoid the need for multiple readers

e FIPS 140-2 Level 3 crypto module to encrypt all wireless links

BT200 Bluetooth/USB Smart Card Reader

Accommodates:

e Windows Mobile PDAs

o RIM Bluetooth Handhelds
e Smart Phones

e Personal Computers
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e And more...
BT200 Product Specifications
Physical Characteristics without PDA
Height 3.9” /100.8 mm
Width 2.2” / 55.9 mm
Depth 0.69” /17.5 mm
Weight 2.60z/73.7¢gm
Performance Characteristics
Standard 1S0 7816 & EMV 4.0 Compliant, Class A (5.0 volts, up 55 ma)
Compliant, Class B (3.0 volts, up 65 ma) Compliant
Protocol T=1 and T = 0 protocols supported
Data Length Short and extended data lengths supported
Smart Card Baud Rate 9600 baud supported as default, 19200 and 38400 baud supported via PPS command
Software Updates Provided Yes
Insertion Cycles Greater 200,000
Power
Source Internal Lithivm Battery
Charging Pass-Thru USB Charging via cradle or cable
Operating Temperature -22° to 140° F / -30° to 60° C
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